CONGRATULATIONS
ON OPENING YOUR ASHLEY OUTLET.
Thank you for letting us be a part of your adventure.

INSTRUCTIONS INSIDE

WALL MURAL INSTRUCTIONS
Professional installation recommended

STEP 1 - PREPARE YOU WALLS
• Proper preparation of your wall is critical, and you will probably want to have a helper.
• Repair any visible defects, smooth out bumps, and patch holes to ensure your wall is smooth and flat.
• Please ensure your wall is finished to Ashley's smooth wall specifications. If paint is required, a minimum
of 48 hours dry time is recommended, up to 2 weeks or longer in humid environments. Use of low VOC
paint is not recommended. Do not apply to textured wall treatments.
• If possible, remove all picture hooks, light fixtures, and switch plates.
• Wipe off any dirt, hair, dust or residue from old wall paper with a dry cloth or duster. An alcohol based
cleaner may also be used, but must be allowed time to dry. Do NOT use water.
• A perfectly clean wall will help the adhesive backing to keep its stickiness if repositioning is required.

STEP 2 - PEEL THE BACKING

STEP 3 - ATTACH LEADING EDGE

• Peel off the liner a few
inches ONLY across the
top of the first panel.
• Do NOT peel off the entire
liner all at once.

Leading
Edge

SIDE VIEW

Graphic
Wall
Backing
Paper

STEP 4 - APPLY THE GRAPHIC
• Peel off the rest of the panel
by gradually and evenly
pulling down the liner, a few
inches at a time.
Backing
Paper

•Be sure to pull the graphic in
a downward motion, not out.
• We recommend having
another person hold the
bottom of the panel as you
work your way down.

• Once the first panel is
applied, and if necessary,
remove any bubbles by
gently pushing them
outward with the
squeegee. Once bubbles
have been removed, apply
firm pressure with a
squeegee with a soft
covering to activate
adhesive.

STEP 5 - TRIM OVERAGE

Pull
Graphic
in a
downward
motion

• Once all panels have been
applied, SLOWLY trim all
the overage with a utility
knife with a sharp blade
(ie: Xacto knife). Follow the
edges of your wall or
ceiling to do so. You can
also use a ruler to cut
through a straight line.
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• If needed, repeat this
process to cut around
outlets, fuse boxes,
windows, doors, etc., and
to remove labels on the
bottom (if applicable).

WALL MURAL INSTRUCTIONS
Professional installation recommended

*These instructions apply to wallpaper
produced by Moso Graphics only

Recommended tools

• Damp sponge
• Spray bottle filled with water

• Razor knife
• Squeegee

• Metal putty knife
• Wallpaper Paste

*PROFESSIONAL INSTALLATION IS RECOMMEND USING TRADITIONAL WALLPAPER PASTE.

Prepare the wall

The wall surface should be clean, dry, structurally sound and free of mildew, grease, or other stains, and free of
irregularities in order to achieve the best hanging performance and complete removal when redecorating.
To apply on drywall. For best
results, apply to a wall surface that
has been painted with one coat of
builder’s primer and one coat of
latex paint (note: this is typical of
new construction; a wall surface
that has been painted with a single
coat of primer or a coat of satin or
gloss paint is acceptable). The wall
surface should be clean, smooth,
and free of debris or contaminants.

To apply to a wall previously
covered with wall paper. Any old
wall paper remaining should be
removed as well as the old
adhesive (remove by sanding or
using adhesive remover). Primer
should be applied to the wall
surface that is clean, smooth, and
free of the old adhesive.

To apply over paneling. Any
grooves should be filled to achieve
a smooth surface, then covered with
an adhesion-promoting primer.

To apply to a wall currently covered
with wall paper. Not recommended.

To apply over paint. Painted walls
should be primed, smooth, and free
from debris. Check the wall surface
to determine the condition of the
paint adhesion. If the paint is old,
damaged, or flaking, priming is
highly recommended.
Note: Some images and printing profiles
may create a small layer of excess ink on
the printed wall paper. This excess ink
may wash away as the wall paper is
applied and does not damage the
quality of the graphic.

Apply the wall paper Follow these step-by-step instructions
STEP 1: Size, prime and clean all walls to remove dust
and debris and assure proper adhesion. Allow primer
to dry for 24 hours.
STEP 2: Wall paper is supplied in a roll to maintain the
continuous pattern and should be cut into panels by the
installer on site. Use caution to maintain the order of the
panels as they are cut to maintain the pattern.

STEP 8: Remove air and bubbles with squeegee.
STEP 9: Wipe with damp sponge downward and
outward to remove any excess adhesive.
STEP 10: Repeat process with the other panels making
sure there is proper overlap to match pattern.

STEP 3: Backroll each wall paper panel to
remove the curl.
STEP 4: Stack panels in order upside down with
the first panel on top
STEP 5: It is recommended that traditional wall paper
paste be used/applied in lieu of using the water
activated glue method for longevity using best practices
for traditional wallpaper application in consideration of
local environmental factors, humidity, and construction
of the building.

STEP 11: When wall is
completely covered, use
razor knife to trim excess.

STEP 6: Hang the panel at corner or plumb line.
STEP 7: Secure to wall. Once top section is secure,
secure bottom section and press against wall.

STEP 12: Wipe entire wall with damp sponge to
remove excess water and adhesive.
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BRANDING WALL DECALS
Professional installation recommended

STEP 1 Roll out the taped graphics

and set on clean surface. You will
notice that phrases may consist of
more than one section. If there are
multiple sections they may be taped
together with green painters tape to
help them from separating until you
are ready to hang them. There are
small triangles from the edge on
sides of the tape to indicate where
the decals connect.

STEP 2 Lay out your graphics by the

wall they will be adhered to make sure it
will fit and basic placement. Start with
the center or innermost panel and using
2-3 strips of painter’s tape stick the
graphic in the intented position. Using
a level mark along the top or bottom
of the graphic so the text is level.

STEP 3 Apply more tape to the top of the graphic.
You will not need the entire length covered but you
will want 8-10 pieces of tape to hold the graphic in
place as you remove the backing paper. Lift the
section away from the wall by the bottom edge, grasp
the top corner of the backing paper and begin peeling
the white paper backing off. Do so carefully to ensure
that the letters and star remain stuck to the transfer
tape (thin white material).

STEP 4 Gradually remove
backing paper pressing lightly
as you go. If the letters are
sticking to the backing tape
and not to the wall let it sit on
the wall with the backing tape
for several hours before pulling
the backing tape off. This
should help the letters adhere
to the wall more securely.

SIDE VIEW
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BRANDING WALL DECALS
Professional installation recommended

STEP 5 Once backing paper

is removed and you have
verified that your phrase is still
in the correct position, begin
using the squeegee to press
down firmly on the transfer
tape over the vinyl letters.
Move your squeegee in a
slightly angled up and down
motion making sure to cover
each stroke by about 25%

SIDE VIEW
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STEP 6 Once you have squeegeed your entire section begin

carefully removing the transfer tape from the wall leaving the
letters and the stars/triangles in place. Make sure to pull the
transfer tape off angled against the wall and not perpendicular
to it as this may cause damage to the wall or paint.

STEP 7 With the next graphic line up each of the three triangles point to point. This should give you the basic
Placement. Use a level to verify the text isn’t becoming unleveled.

STEP 8 Repeat the steps until all the graphics are adhered to the wall and gently peel
the remaining triangles from the wall.
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WALL DECALS INSTRUCTIONS
Professional installation recommended

STEP 1 Roll out the taped graphics and set on

clean surface. You will notice that phrases may
consist of more than one section. If there are
multiple sections they may be taped together
with green painters tape to help them from
separating until you are ready to hang them.
There are small triangles from the edge on sides
of the tape to indicate where the decals connect.

STEP 2 Lay out your graphics by the wall they
will be adhered to make sure it will fit and basic
placement. Start with the center or innermost
panel and using 2-3 strips of painter’s tape
stick the graphic in the intented position.
Using a level mark along the top or bottom
of the graphic so the text is level.

STEP 3 Apply more tape to the top of the graphic.
You will not need the entire length covered but you
will want 5-8 pieces of tape to hold the graphic in
place as you remove the backing paper. Lift the
section away from the wall by the bottom edge, grasp
the top corner of the backing paper and begin peeling
the white paper backing off. Do so carefully to ensure
that the letters and star remain stuck to the transfer
tape (thin white material).

STEP 4 Gradually remove
backing paper pressing lightly
as you go. If the letters are
sticking to the backing tape
and not to the wall let it sit on
the wall with the backing tape
for several hours before pulling
the backing tape off. This
should help the letters adhere
to the wall more securely.

SIDE VIEW
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WALL DECALS INSTRUCTIONS
Professional installation recommended

STEP 5 Once backing paper

is removed and you have
verified that your phrase is still
in the correct position, begin
using the squeegee to press
down firmly on the transfer
tape over the vinyl letters.
Move your squeegee in a
slightly angled up and down
motion making sure to cover
each stroke by about 25%

SIDE VIEW
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STEP 6 Once you have squeegeed your entire

section begin carefully removing the transfer
tape from the wall leaving the letters and the
stars/triangles in place. Make sure to pull the
transfer tape off angled against the wall and not
perpendicular to it as this may cause damage to
the wall or paint.

STEP 7 With the next graphic line up each of the three triangles point to point. This should give you the basic
Placement. Use a level to verify the text isn’t becoming unleveled.

STEP 8 Repeat the steps until all the graphics are adhered to the wall and gently peel
the remaining triangles from the wall.
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WALL GRAPHIC INSTRUCTIONS
Professional installation recommended

STEP 1 Roll out the taped graphics and set on clean surface.
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STEP 2 Determine the placement of your graphics on the wall, then find the point where you want the center of the
phrase to be. Using a level along the top edge make sure your graphic is level. Use 3-5 4” strips of painter’s tape to
adhere the top of the graphics to the wall. See signage plan for elevation and spacing info.
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STEP 3 Lift the section away from the wall by

the bottom edge, grasp the top corner of the
backing paper and begin peeling the white
paper backing off. Do so carefully to ensure that
the letters remain stuck to the transfer tape
(thin white material).

STEP 4 Gradually remove backing paper pressing lightly as
you go. If the letters are sticking to the backing tape and not to
the wall let it sit on the wall with the backing tape for several
hours before pulling the backing tape off. This should help the
letters adhere to the wall more securely.

SIDE VIEW
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WALL GRAPHIC INSTRUCTIONS
Professional installation recommended

STEP 5 Once backing paper is removed and you have verified that your phrase is still in the correct position,

begin using the squeegee to press down firmly on the transfer tape over the vinyl letters. Move your squeegee in a
slightly angled up and down motion making sure to cover each stroke by about 25%
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STEP 6 Once you have squeegeed
your entire section begin carefully
removing the transfer tape from the
wall leaving the letters in place. Make
sure to pull the transfer tape off
angled against the wall and not
perpendicular to it as this may cause
damage to the wall or paint.
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STEP 7 Repeat the steps until all the graphics are adhered to the wall and gently peel
the remaining triangles from the wall.
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DIMENSIONAL LETTER
INSTRUCTIONS
YOU WILL NEED:
• Painters tape or other
removable adhesive
• Level

You will receive a set of dimensional letters, either black or white in either 12 or 24 inch
height. These directions will apply to whichever dimensional letters you receive.
24"

12"

STEP 1 Remove the cardboard alignment
template and layout the individual letters.

STEP 2 Refer to your signage plan for placement. Once

you have identified the area, use the centering guides on
the alignment template to place the template on the wall.
Hold in place with painters tape or similar. Use a level to
check the template is placed straight and accurate.

Centering arrows
on all 4 sides

STEP 3 With your template accurately
attached to the wall, select one letter and
peel the backing off of the tape strips that
are on the back of the letter.

STEP 4 Carefully center the taped side of the letter into
its placeholder on the template. The dimensional letter
will be slightly smaller than the template slot. Once
inserted, press gently to ensure high bond adhesion.

STEP 5 Repeat step 4 with each remaining letter.

STEP 6 Remove tape holding template in place and
carefully remove template around dimensional letters.
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RACK SIGN INSTRUCTIONS

STEP 1 Roll out the fabric backdrop.

Screw the supplied eyelet hardware into
the dowel at the top of the graphic.

STEP 2 Using the

2

1

supplied zip-ties,
connect each eyelet
to the top of either
side of the back of
the rack with the
graphic facing in
toward the front of
the rack. This will
act as a backdrop to
the rack display.

1

2

1

STEP 3 Select the Go! Rack Sign. Using the
supplied zip-ties, connect each grommet to the
top of either side of the front of the rack.

1

2

take it home today

2

take it home today
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PILLOW RACK TOPPER 12"x 24"
INSTRUCTIONS
STEP 1
Side 1

Side 2

Side 3

1

Side 4

TAPE

TAPE

2

Rectangle Pillow Rack Topper

STEP 2

STEP 3

Side 1

Side 2

Locate the Tape Strip2 and fold along the score line1.
Then, pull the backing paper off the Tape Strip.

Side 4

Side 3

Line the taped tab from side 4 with the back edge of side 1. Once
the placement is correct press firmly along the whole tab.

Place rack topper on your pillow rack lining the larger and smaller
cutouts to the taller and shorter bars.
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TRIANGLE STAND 18"x 72"
INSTRUCTIONS
FINANCE TO

Side 2

Side 3

FINANCE TO

FINANCE TO

locate our
finance kiosk
and get started

locate our
finance kiosk
and get started

locate our
finance kiosk
and get started

ONE SIMPLE
APPLICATION

ONE SIMPLE
APPLICATION

ONE SIMPLE
APPLICATION

FAST
APPROVAL

FAST
APPROVAL

FAST
APPROVAL

FLEXIBLE
PAYMENT
OPTIONS

FLEXIBLE
PAYMENT
OPTIONS

FLEXIBLE
PAYMENT
OPTIONS

Triangle Stand

STEP 2

STEP 1

1
2

VELCRO VELCRO

Side 1

Locate the Velcro Strip2 and fold along the score line1.
Then, pull the backing paper off the Velcro Strip.

STEP 3

e
Sid

3

Next, prop up the Triangle Stand by folding all of the
sides and velcro tab inwards. Attach the adhesive on
the velcro tab to the other side of the Triangle Stand.

Sid

e2

e3

Sid

Finally, after all of the sides are connected, press along the folded
tab so it becomes firmly adhered. If you need to realign the
Triangle Stand you can separate the velcro and try again.
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FABRIC WALLS 3.3'x7.4'
INSTRUCTIONS
STEP 1

STEP 2

STEP 3

CONNECTOR FOR
MULTIPLE STANDS

STEP 7

Repeat 1-6 for
second fabric wall.

STEP 6

STEP 5

STEP 4

STEP 8

Using the foot connector
attach both fabric walls together.
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STEP 9

Attach both fabric walls
with cap connector.

NEED MORE ASHLEY POP?
VISIT OUR ASHLEY SIGNAGE PORTAL
shop.mosographics.com/ashley

LIFESTYLE GALLERIES • NATIONAL PROMOS • 3D WALL FIXTURES • FIXTURES

FEATURE CALL OUTS • EXTERIOR SIGNAGE • SEAT BACK SIGNS • FLOOR GRAPHICS

AND MORE!
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shop.mosographics.com | sales@mosographics.com | 13225 NE Whitaker Way, Portland OR 97230

